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ence source peripherals closing signal to a main control chip,
and informing the main control chip to close interference
source peripherals; the first touch terminal and the second
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TOUCH TERMINAL, A NEAR-FIELD
COMMUNICATION METHOD AND SYSTEM
OF THE TOUCH TERMINAL

CROSS-REFERENCE TO RELATED
APPLICATIONS

This present application claims the benefit of Chinese
Patent Application No. 201310177369.5 filed on May 14,
2013; the contents of which are hereby incorporated by
reference.

TECHNICAL FIELD

The disclosure relates to the technical field of communi-
cations, and particularly relates to a touch terminal, a
near-field communication method and system of the touch
terminal.

BACKGROUND

At present, the widespread short-range wireless commu-
nication technology are Bluetooth, WLAN (Wi-Fi) and
infrared data transmission (IrDA), as well as some of
potential the short-range wireless technology standard,
including ZigBee, ultra-wideband (Ultra Wideband, UWB),
near field Communications (NFC), WiMedia, GPS (Global
Positioning System), digital Enhanced cordless Telecommu-
nications (DECT), the wireless 1394 standard and the pri-
vate wireless system they have their own characteristics, or
basing on the special requirements of the transmission
speed, distance, power consumption, or focusing on the
scalability features, or meeting certain specific requirements
of a single application, or creating a competitive differen-
tiation techniques, etc. but none of them can meet all
demand.

Wherein, NFC is a high-frequency short-range wireless
communications technology, which allows electronic
devices to transfer and exchange data non-contact point to
point within a range of between about ten centimeters. The
technology is evolved from the contactless radio frequency
identification (RFID), and can backward compatible with
RFID, first successfully developed by Sony and Philips
individually, and it mainly provide for mobile phones and
other handheld devices to the machine-to-machine (M2M)
communications. Because the near-field communication has
a natural safety, therefore, NFC is considered to have great
application prospects in the field of mobile payment. Mean-
while, because NFC has superior security than other wire-
less communication technologies, NFC is compared to a
“security dialogue” between machines by alliance between
schools and enterprises of Chinese internet of Things. NFC
offers a simple, touch-based solution that allows consumers
to exchange information with a simple and intuitive way to
access content and services.

The existing antenna of NFC products mainly are made
on one side of the cell, or attached to the inside of the shell,
generally by making into a coil through a metal wiring on a
printed circuit board (PCB) or a flexible circuit board and
then are attached the PCB or FPC, which contain the coil, to
the shell or the battery. The main disadvantages are as
following: often removing battery and shell phase to phase,
so that makes wiring of the NFC antenna easy to worn or
produces the alignment issue, eventually leading to the
antenna signal deterioration, and impact the use of NFC
product features. In addition, NFC antenna products are
generally located inside the shell of electronic products, if
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choosing to make shell by metallic materials, it will affect
the spread of NFC signals For capacitive touch terminal, a
better way of a communication is directly using its touch
screen driver, line sensor line as near-field communications
sending, the receiving channel. Through the above-multi-
plexed designs, designing without additional antenna for
transmitting and receiving near field communication, there
will not bring the above problems and production costs.
However, in this way, because the signal which can be
detected near field communication is weak, and is suscep-
tible to interference from some peripherals in communica-
tions environment, they referred to as interference source
peripherals, such as touch terminal of Liquid Crystal display
(LCD), thus leading to can no guarantee of communication
quality, and the interference becomes more apparent when
the screen on the screen.

SUMMARY

The disclosure provides a near field communication
method of the terminal touch in order to solve the technical
problem of interference generated by interference source
peripherals when having near field communication between
the touch terminals in the communications environment.

The disclosure provides the following technical solutions:

A near field communication method of the terminal touch,
which is used for near field communication between a first
touch terminal and a second touch terminal, the method
comprising:

the second touch terminal receiving a wireless commu-
nication request of establishment of the near-field sent by
first touch terminal touch through the near-field electric
field;

the second touch terminal sending a interference source
peripherals closing signal to a main control chip, and
informing the main control chip to close interference source
peripherals;

the first touch terminal and the second terminal establish-
ing a wireless connection by touching near-field electric
field, and exchanging data.

Preferably, before the second touch terminal receiving a
wireless communication request of establishment of the
near-field sent by first touch terminal touch through the
near-field electric field, the method further comprising:

the first touch terminal and the second touch terminal
obtaining the user operation of opening near field commu-
nication function, and open near field communication func-
tion;

the first touch terminal detecting whether the second
touch terminal is located in the communication range of the
first touch terminal, if located, the first touch terminal send
the wireless communication request of establishment of the
near-field to the second touch terminal through the near-field
electric field;

the second touch terminal detecting whether the first
touch terminal is located in the communication range of the
second touch terminal, if located, the second touch terminal
receive a wireless communication request of establishment
of the near-field sent by first touch terminal touch through
the near-field electric field.

Preferably, the user operation of opening near field com-
munication function including a user operation for selecting
in the relevant menu of data to be transmitted and a user
operation for opening near field communication function of
the touch terminal in the touch terminal system settings;
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the first touch terminal entering the proximity detection
mode in the sending mode, for detecting whether the second
touch terminal is located in the communication range of the
first touch terminal;

the second touch terminal entering the proximity detec-
tion mode in the receiving mode, for detecting whether the
first touch terminal is located in the communication range of
the second touch terminal;

Preferably, the proximity detection duration of the first
touch terminal is not less than sum of the touch detection
duration of the second touch terminal and the two proximity
detection duration;

when the touch detection and the proximity detection
cannot be performed simultaneously, the touch detection and
the proximity detection can be performed alternately after
entering the proximity detection mode.

Preferably, the first touch terminal detecting whether the
second touch terminal is located in the communication range
of the first touch terminal comprises:

The first touch terminal detecting the second touch ter-
minal locating in the communication range of the first touch
terminal N times continuously, and judging the second touch
terminal is located in the communication range of the first
touch terminal, wherein N is a preset number, Nz1; the first
touch terminal can not detect the first touch terminal locating
in the communication range of the second touch terminal in
a preset period of time, and judging the detecting fails, the
first touch terminal quit the proximity detection mode and
return to the normal touch detection mode; wherein the
second touch terminal detecting whether the first touch
terminal is located in the communication range of the second
touch terminal comprises:

the second touch terminal detecting the first touch termi-
nal locating in the communication range of the first touch
terminal N times continuously, and judging the first touch
terminal is located in the communication range of the second
touch terminal, wherein N is a preset number, N=z1.

Preferably, after the second touch terminal sending an
interference source peripherals closing signal to the main
control chip, and informing the main control chip to close
interference source peripherals, the method further compris-
ing:

the main control chip judging whether the communication
frequency between the second touch terminal and the first
touch terminal can avoid the interfering frequency of the
interference source peripherals, if the judgment is YES, the
first touch terminal and the second terminal establish a
wireless connection by touching near-field electric field, and
exchange data; if the judgment is NO, the main control chip
close the interference source peripherals, then, the first touch
terminal and the second terminal establish a wireless con-
nection by touching near-field electric field, and exchange
data.

Preferably, the first touch terminal detecting whether the
second touch terminal is located in the communication range
of the first touch terminal comprising:

the first touch terminal transmitting a particular undis-
turbed beacon and detect whether there is a undisturbed
beacon reply with a particular rule, so that detect whether the
second touch terminal is located in the communication range
of the first touch terminal; wherein the second touch termi-
nal detects whether the first touch terminal is located in the
communication range of the second touch terminal compris-
ing:

the second touch terminal transmitting a particular undis-
turbed beacon and detect whether there is a undisturbed
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beacon reply with a particular rule, so that detect whether the
first touch terminal is located in the communication range of
the second touch terminal;

The disclosure also provides a near field communication
system of the terminal touch, the system comprises:

a first touch terminal, which sends a wireless communi-
cation request of establishment of the near-field through a
sending electrode;

a second touch terminal, which receives a wireless com-
munication request of establishment of the near-field
through a sending electrode sent by the first touch terminal
through a receiving electrode, and sends a interference
source peripherals closing signal to a main control chip, and
inform the main control chip to close interference source
peripherals.

The first touch terminal and the second terminal establish
a wireless connection by touching near-field electric field,
and exchange data.

The disclosure also provides a terminal touch, the touch
terminal comprises:

a near field communication unit, which is established a
wireless connection with the other touch terminal by touch-
ing near-field electric field for exchanging data; the near
field communication unit include a sending electrode and a
receiving electrode, the sending electrode send a wireless
communication request of establishment of the near-field to
the other touch terminal, the receiving electrode receive a
wireless communication request of establishment of the
near-field sent by the other touch terminal;

a control unit, which receives a wireless communication
request of establishment of the near-field sent by the other
touch terminal, and send a interference source peripherals
closing signal to a main control chip, and inform the main
control chip to close interference source peripherals.

Preferably, the sending electrode is a touchscreen driving
electrode of the touch terminal, wherein the receiving elec-
trode is a touchscreen sensing electrode of the touch termi-
nal.

In the embodiment of the disclosure, the advantages as
following: the touch terminal receiving a wireless commu-
nication request of establishment of the near-field sent by the
other touch terminal through the near-field electric field, and
informing the main control chip to close interference source
peripherals, and then establishing a wireless connection to
exchange data, so that the interference upon near field
communication, by interference sources peripherals in the
communication environment, can be avoided, and to make
the communication environment purified and guarantee the
quality of communication.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a flowchart of the embodiment 1 of a near
field communication method of the terminal touch according
to the disclosure;

FIG. 2 shows a structure diagram of the embodiment 2 of
a near field communication system of the terminal touch
according to the disclosure;

FIG. 3 shows a structure schematic diagram of the
embodiment 3 of a touch terminal according to the disclo-
sure;

FIG. 4 shows a workflow chart of the embodiment 4 of the
first touch terminal as being data sending terminal according
to the disclosure;

FIG. 5 shows a workflow chart of the embodiment 5 of the
second touch terminal as being data receiving terminal
according to the disclosure;
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FIG. 6 shows a workflow chart of the embodiment 4 and
embodiment 5 of realizing near field communication
between the touch terminals according to the disclosure;

FIG. 7 shows a sequence chart of the embodiment 4 and
embodiment 5 of macroscopic detection between the touch
terminals according to the disclosure is performed between
the detected proximity touch and the terminal according to
Example 4 Example 5 provides a timing diagram of the
embodiment of the macro-detection of the present disclo-
sure;

FIG. 8 shows a sequence chart of the embodiment 4 and
embodiment 5 of microscopic detection between the touch
terminals according to the disclosure.

DETAILED DESCRIPTION OF THE
EMBODIMENT

To make the objects, technical solutions and advantages
of the disclosure will be clearer, the following drawings and
embodiments of the disclosure will be described in detail. It
should be understood that the specific embodiments
described hereinafter are used to illustrate the disclosure but
to limit the disclosure.

Embodiment 1

The embodiment 1 of the disclosure provides a near field
communication method of the terminal touch.

Referring to FIG. 1, which shows a flowchart of the
embodiment 1 of a near field communication method of the
terminal touch according to the disclosure, the method is
used for near field communication between a first touch
terminal and a second touch terminal. Both of the first touch
terminal and the second touch terminal can be used as either
the sending terminal or the receiving terminal, the touch
terminal using the near field communication method has the
function of sending date and receiving date at the same time.
As the full duplex communication mode, the device can
receive and send date simultaneously; As the half duplex
communication mode, the device can not receive and send
date simultaneously, which should be switched between the
receiving mode and sending mode.

For ease of description, the first touch terminal is defined
as the data sending terminal, and the second touch terminal
is defined as the date receiving terminal in disclosure. The
method included steps as below:

Step A: The second touch terminal receives a wireless
communication request of establishment of the near-field
sent by first touch terminal touch through the near-field
electric field.

Step B: The second touch terminal sends an interference
source peripherals closing signal to a main control chip, and
informs the main control chip to close interference source
peripherals.

Step C: The first touch terminal and the second terminal
establish a wireless connection by touching near-field elec-
tric field, and exchange data.

Above-mentioned method will be stated in detail as
below:

Before the first touch terminal send a wireless communi-
cation request of establishment of the near-field to the
second touch terminal, the user can manually operate to
open the near field communication function. Therefore,
before step A, below steps can be executed.

The first touch terminal and the second touch terminal
obtain the user operation of opening near field communica-
tion function, and open near field communication function;

The first touch terminal detect whether the second touch
terminal is located in the communication range of the first
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touch terminal, if located, the first touch terminal send the
wireless communication request of establishment of the
near-field to the second touch terminal through the near-field
electric field;

The second touch terminal detect whether the first touch
terminal is located in the communication range of the second
touch terminal, if yes, step A is to be executed.

Wherein, the user operation of opening near field com-
munication function include a user operation for selecting in
the relevant menu of data to be transmitted (the data sending
terminal) and a user operation for opening near field com-
munication function of the touch terminal in the touch
terminal system settings (the data receiving terminal). In the
specific application, the user of the data sending terminal can
open the near field communication function by below meth-
ods, for instance, users click the sharing key of some date,
and choose near field communication sharing date (method
of screen to screen), to share date to other terminal, mean-
while, the terminal’s near field function opens, and search
other terminals as for electrically connect. After the user of
the data receiving terminal open the near field communica-
tion function in the touch terminal system settings, the
terminal will keep searching whether other terminals get
close to (whether there are any other terminals are located at
the range of communication).

The first touch terminal and the second touch terminal can
enter the proximity detection mode respectively, which is
under the sending mode and the receiving mode, to detect
whether the touch terminal is located at the communication
range of the other.

For the signal of near field communication is week, we
could define the communication range within 10 millimeter,
and the communication sending and receiving access
between two touch terminals can copy touch screen’s drive
line and sense line, namely, the sending electrode of sending
date (require) and the receiving date (require) are touch
screen’s drive electrode and sense electrode respectively.
Through proximity detection, before two touch terminals are
close to each other at the period, which means before two
touch terminals do not at the range of communicating each
other, the interference sources peripherals will be open. At
the time, users can directly operate touch screen without
effecting user’s experience, to deduce the negative effect of
experience when interfered. Supplemental instruction is
that: the above-mentioned proximity detecting mode under
sending mode and receiving mode can be switched by user,
for instance, when user sends date to another device, he will
use proximity detecting mode, in the related menu of send-
ing date, by choosing sending mode, and the proximity
detection mode is always existing under receiving mode
because the mode is open in the system settings. The
proximity detection mode of data sending terminal is supe-
rior to the proximity detection mode of data receiving
terminal. Namely, when the user initiates communication,
the mode can be switched to proximity detecting mode
under the sending mode.

In the specific application, the detecting method, by
checking whether another touch terminal is located at the
range of communication, is preferred to being used. The
touch terminal transmit a particular undisturbed beacon and
detect whether t there is a undisturbed beacon reply with a
particular rule, so that detect whether the other touch ter-
minal is located at the range of communication. The method
is adopting communicative shake-hand confirmation to
detect the existence of another communication device.

Interference sources peripherals include but not limited to
screen (such as LCD). Some modes, which can interfere
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near field communication and close it for a while, belong to
interference sources peripherals. Interference sources

peripherals can close in order to guarantee the communica-
tion quality, such as screen, touch-control detecting function
mode, even GPS mode, WiFi mode and GSM/GPRS mode
in which the touch-control detecting function mode date can
open again when the date transfer and communication finish.

In the embodiment, when the touch terminal receive a
wireless communication request of establishment of the
near-field sent by the other touch terminal, the touch termi-
nal would inform main control chip to close interference
sources peripherals, specially screen, then set wireless con-
nection and exchange date. The interference upon near field
communication, by interference sources peripherals in the
communication environment, can be avoided. The commu-
nication environment purified and quality of communication
enhanced.

As an optimization of the embodiment, the judge whether
the interference can be avoided or not, can be used to
confirm whether interference sources peripherals need be
close or not. The interference sources peripheral only need
to be close when the communication frequency can not
avoid the interference frequency. The optimization avoids
unnecessary close of interference sources peripherals and
optimizes user experience. The method can be used as
configurable mode, to open and close the function according
to actual application requirement. After the second touch
terminal send interference sources peripherals signal to main
control chip, to inform main control chip to close interfer-
ence sources peripherals:

the main control chip judge whether the communication
frequency between the second touch terminal and the first
touch terminal can avoid the interference frequency of
interference sources peripherals or not. If the judge result is
yes, step C would be executed directly. If the result is no,
main control chip close the interference sources peripherals,
and then executed step C.

Embodiment 2

The embodiment 2 of the disclosure provides a near field
communication system of the touch terminal.

Referring to FIG. 2, which shows a structure diagram of
the embodiment 2 of a near field communication system of
the touch terminal according to the disclosure, the method is
used for near field communication between the first touch
terminal and the second touch terminal. Both of the first
touch terminal and the second touch terminal can be used as
either the sending terminal or the receiving terminal, the
touch terminal using the near field communication method
has the function of sending date and receiving date at the
same time. As the full duplex communication mode, the
device can receive and send date simultaneously; As the half
duplex communication mode, the device can not receive and
send date simultaneously, which should be switched
between the receiving mode and sending mode.

For ease of description, the first touch terminal is defined
as the date sender, and the second touch terminal is defined
as the date receiver. The system adopts the near field
communication method which includes the first touch ter-
minal and the second touch terminal, provided by embodi-
ment 1, to communicate. The first touch terminal sends a
wireless communication request of establishment of the
near-field to the second touch terminal, and the second touch
terminal receives a wireless communication request of
establishment of the near-field sent by first touch terminal
touch through the near-field electric field and sends a inter-
ference source peripherals closing signal to a main control
chip, and informs the main control chip to close interference
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source peripherals. The first touch terminal and the second
terminal establish a wireless connection by touching near-
field electric field, and exchange data.

Wherein, the sending and receiving channel of commu-
nication between two touch terminals can copy and use drive
line, sense line each other, which are the sending date
(request) electrode and receiving date (request) electrode.
Namely, the sending date (request) electrode and receiving
date (request) electrode are drive electrode and sense elec-
trode respectively.

In the embodiment, when the touch terminal receive a
wireless communication request of establishment of the
near-field sent by the other touch terminal, the touch termi-
nal would inform main control chip to close interference
sources peripherals, specially screen, then set wireless con-
nection and exchange date. The interference upon near field
communication, by interference sources peripherals in the
communication environment, can be avoided. The commu-
nication environment purified and quality of communication
enhanced.

Embodiment 3

The embodiment 3 of the disclosure provides a touch
terminal.

Referring to FIG. 3, which shows a structure diagram of
the embodiment 2 of a near field communication system of
the touch terminal according to the disclosure, the method is
used for near field communication between the first touch
terminal and the second touch terminal. Both of the first
touch terminal and the second touch terminal can be used as
either the sending terminal or the receiving terminal, the
touch terminal using the near field communication method
has the function of sending date and receiving date at the
same time. As the full duplex communication mode, the
device can receive and send date simultaneously; As the half
duplex communication mode, the device can not receive and
send date simultaneously, which should be switched
between the receiving mode and sending mode.

The touch terminal adopts the near field communication
method which includes near field unit 100 and the control
unit 200, provided by embodiment 1, to communicate. The
near field unit 100 and another touch terminal build wireless
connection and exchange date. Near field communication
unit 100 includes sending electrode 101 and receiving
electrode 102. The sending electrode 101 sends a wireless
communication request of establishment of the near-field to
another touch terminal, and receiving electrode 102 receives
a wireless communication request of establishment of the
near-field sent by another touch terminal touch through the
near-field electric field and sends a interference source
peripherals closing signal to a main control chip 300, and
informs the main control chip 300 to close interference
source peripherals.

Wherein, the sending and receiving channel of commu-
nication between two touch terminals can copy and use drive
line, sense line each other, which are the sending date
(request) electrode 101 and receiving date (request) elec-
trode 102. Namely, the sending date (request) electrode 101
and receiving date (request) electrode 102 are drive elec-
trode and sense electrode respectively.

In the embodiment, when the touch terminal receive a
wireless communication request of establishment of the
near-field sent by the other touch terminal, the touch termi-
nal would inform main control chip to close interference
sources peripherals, specially screen, then set wireless con-
nection and exchange date. The interference upon near field
communication, by interference sources peripherals in the
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communication environment, can be avoided. The commu-
nication environment purified and quality of communication
enhanced.

Embodiment 4

The embodiment 4 of the disclosure provides a touch
terminal as a date sender, which is called a first touch
terminal hereafter, as date receiver as well. The embodiment
mainly describes the flowchart of the touch terminal as date
receiver. The component of the touch terminal has been
described in detail in embodiment 3, which will not be
described any more here.

Referring to FIG. 4, which shows a workflow chart of the
embodiment 4 of the first touch terminal as being data
sending terminal according to the disclosure, as below in
detail:

Specifically, users’ operating open near field communi-
cation function, for instance, users make choice in the
related menu of to be send date, to open the near field
communication function of touch terminal. The detail of
application has been described in embodiment 1, which will
not be described any more here.

Step S102: Enter the proximity detection mode in the
sending mode.

The second touch terminal is tested, to be confirmed
whether at the scope of the first touch terminal’s commu-
nication.

Step S103: Detect N times continuously, if yes, execute
step S104, if not, execute step S107.

When the first touch terminal test N times continuously
that the second touch terminal is located at the communi-
cation scope of the first touch terminal, the test succeeds.
Judge the second touch terminal is located at the commu-
nication scope of the first touch terminal, execute step S104,
in which N is a preset number, Nz1, the specific value of
number is set according practical situation.

Step S104: Send the communication of request.

When the first touch terminal tests the second touch
terminal is located at the communication scope of the first
touch terminal, the first touch terminal sends the request of
building wireless near field communication to the second
touch terminal, through near field electric field.

Step S105: Close interference source peripherals.

The first touch terminal sends the close signal of inter-
ference sources peripherals through control unit, informing
main control chip to close interference sources peripherals.
The interference sources peripherals mainly are LCD, but
not limited to it as above content mentions. The main control
can close the interference sources peripherals directly, and
can also judge whether interference can be avoided, to
confirm whether closure of interference sources peripherals
is needed or not. The interference sources peripherals should
be closed only when the communication frequency can not
avoid the interference frequency.

Step S106: Communicate.

The first touch terminal and the second touch terminal
build wireless connection through the near field electric
field, and exchange date.

In the embodiment, as prior application method, the first
touch terminal can send pilot connection information, after
connects the second touch terminal successfully, to confirm
the real existence of the second touch terminal in case of any
mistake test. If the pilot frequency fails, try again. If fails
after Q1 times trail, failure is confirmed, then inform main
chip to handle accordingly. When pilot frequency succeeds,
sending date starts. After date is sent successfully, inform
main chip to handle accordingly. Failure may happen at the
sending process, for instance, one device moves beyond of
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the communication scope. The date sending will try again
after failure. If the date sending fails after trial Q2 times,
failure will be judged, in which Q1 and Q2 are preset
number, Q1=1, Q2=1, and the specific value of number can
be set according to practical situation. After the date sending
is finished and the communication ends, the interference
sources peripherals will open again.

Step S107: Estimate the receiver (namely as a second
touch terminal of date sender) be not tested in X minutes. If
yes, execute step S108, or, go back to step S103.

Timeout is set in the embodiment, then the first touch
terminal can not test the second touch terminal at the scope
of communication in X minutes, the test fails, in which X is
a preset time period, and the specific value of number can be
set according to practical situation. The set of timeout can
deduce the power consumption of touch terminal, and allow
more sources to be used at touch control test.

Step S108: Return the touch detection mode.

Test fails, the first touch terminal quit the proximity
detection mode, and return the normal touch detection mode.

Embodiment 5

The embodiment 5 of the disclosure provides a touch
terminal as a date receiver, which is called a second touch
terminal hereafter, as date sender as well. The embodiment
mainly describes the flowchart of the touch terminal as date
receiver. The component of the touch terminal has been
described in detail in embodiment 3, which will not be
described any more here.

Referring to FIG. 5, which shows a workflow chart of the
embodiment 5 of the second touch terminal as being data
receiving terminal according to the disclosure, as below in
detail:

Step S201: Open near field communication function.

Specifically, users’ operating open near field communi-
cation function, for instance, users make choice in the
related menu of to be send date, to open the near field
communication function of touch terminal. The detail of
application has been described in embodiment 1, which will
not be described any more here.

Step S202: Enter the proximity detection mode in the
receiving mode.

The first touch terminal is tested, to be confirmed whether
at the scope of the second touch terminal’s communication.
At the same time, user can switch to date sending mode at
any moment.

Step S203: Detect N times continuously, if yes, execute
step S204, if not, execute step S203.

When the second touch terminal test N times continuously
that the first touch terminal is located at the communication
scope of the first touch terminal, the test succeeds. Judge the
first touch terminal is located at the communication scope of
the second touch terminal, execute step S204, in which N is
a preset number, Nz1, the specific value of number is set
according practical situation.

Step S204: Receive the communication request.

When the second touch terminal tests the first touch
terminal is located at the communication scope of the second
touch terminal, the second touch terminal receives the
request of building wireless near field communication from
the first touch terminal, through near field electric field.

Step S205: Close interference sources peripherals.

The second touch terminal sends the close signal of
interference sources peripherals through control unit,
informing main control chip to close interference sources
peripherals. The interference sources peripherals mainly are
LCD, but not limited to it as above content mentions. The
main control can close the interference sources peripherals
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directly, and can also judge whether interference can be
avoided, to confirm whether closure of interference sources
peripherals is needed or not. The interference sources
peripherals should be closed only when the communication
frequency can not avoid the interference frequency.

Step S206: Communicate.

The first touch terminal and the second touch terminal
build wireless connection through the near field electric
field, and exchange date.

In the embodiment, as prior application method, the touch
terminal can send pilot connection information, after con-
nects the first touch terminal successfully, to confirm the real
existence of the second touch terminal in case of any mistake
test. If the pilot frequency fails, try again. If fails after Q1
times trail, failure is confirmed, then inform main chip to
handle accordingly. When pilot frequency succeeds, sending
date starts. After date is sent successfully, inform main chip
to handle accordingly. Failure may happen at the sending
process, for instance, one device moves beyond of the
communication scope. The date sending will try again after
failure. If the date sending fails after trial Q2 times, failure
will be judged, in which Q1 and Q2 are preset number,
Q1=z1, Q2=1, and the specific value of number can be set
according to practical situation. After the date sending is
finished and the communication ends, the interference
sources peripherals will open again.

The following introduce a workflow chart of the embodi-
ment 4 and embodiment 5 of realizing near field commu-
nication between the touch terminals according to the dis-
closure. Referring FIG. 6, describe as following:

The first touch terminal (the data sender) opens near field
communication function through menu selection; the second
touch terminal (the data receiver) opens near field commu-
nication function in system settings. After that, the two
terminals enter the proximity detection mode, as to detect
whether there are other communications equipment peer to
peer within communication range. After the two terminals
near each other, each other can be detected, then the first
touch terminal sends a communication request to the second
touch terminal, a second touch terminal receives a commu-
nication request sent by the first touch terminal. For
example, when the screen of the two touch terminal with
near-field communication function is face to face, the dis-
tance is less than 5 millimeters, when the touch terminal
detects the presence of the other touch terminal around, the
party sends the request, and the other party receives the
request. After that, each informs the main control chip to
close interference source peripherals, and enter into the
communication stage, the two terminals establish a connec-
tion, complete data transmission, the data which can be
transferred include but not limit to the URL, business cards
etc. When needing to transfer large files, as the preferred
option, users can also carry out Bluetooth pairing after
establishing a connection, and establish a Bluetooth connec-
tion, and transfer large by Bluetooth, which is faster and
have longer communicate distances. A number of small files
such as number, URLs, etc. can be transmitted directly
through the near-field communication. Of course, the first
touch terminal and the second touch, which can be used as
the data sender and the date receiver, both have the function
of data sending and data receiving, the above description is
only to illustrate the workflow of the near field communi-
cation, and does not mean that the first touch terminal is only
used as the data sender, or the second touch terminal is only
used as a data receiver.

In addition, there will exist the following problems if
either the multiplex driving line or the sensor cable channel
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is used as a communication channel: when using the pattern
of a single-chip NFC chip plus a touch chip, they can
communicate and touch simultaneously, because the two
functions is completed by two independent chip; when the
sending channels and the receiving channels are multiplexed
the driving line terminal, the line sensor of the touch screen,
because of the multiplex driving line and the sensor wire
channels, the touch detection and communication can not
proceed simultaneously, the user experience is not very good
at the moment. Therefore, in the multiplex mode, in order to
improve the user experience, the disclosure is designed as
following to reduce the impact of user experience:

In order to obtain faster speed, the proximity detection
duration of'the first touch terminal is not less than sum of the
touch detection duration of the second touch terminal and
the two proximity detection duration, wherein the first touch
terminal serves as the data sender and the second touch
terminal serves as the data receiver. And when the touch
detection and proximity detection can not be performed
simultaneously, using time division manner, and after enter-
ing into the proximity detection mode, the touch detection
and proximity detection proceed phase to phase. The ben-
efits of above design are: when the touch detection and
communication cannot proceed simultaneously, the
response speed of proximity detection is faster, and improve
the user experience.

Referring to FIG. 7, which shows a sequence chart of the
embodiment 4 and embodiment 5 of macroscopic detection
between the touch terminals according to the disclosure. The
first touch terminal being as the data sender (hereinafter the
sender) proceed the touch detection in the first period, and
detects the touch position, and proceed the proximity detec-
tion in the second period, and detects the presence of the data
receiver to communicate with. The duration of proximity
detection of the sender is long, which is designed to detect
the second touch terminal being as the data receiver (here-
inafter the receiver) quickly, and so on. Therefore, the
refresh rate of touch detection will decrease, but because the
user is known to the detection of the receiver this time, the
touch performance decreased slightly, which is acceptable
for users. Detection of the receiver has the similar process,
except that the duration of proximity detection is short.
Because of opening near field communication in the system
settings, after opening the proximity detection will be pro-
ceed all along, so the impact on the performance of the touch
is ongoing until closing near field communication in the
system settings, so here a shorter duration of proximity
detection is designed in order to guarantee a certain refresh
rate of touch detection, and improve the user experience.
The proximity detection duration of the sender is more than
sum of the touch detection duration of the receiver and the
two proximity detection duration, which can detect the
presence of the receiver one time, the receiver can be
guaranteed to detect the presence of a sender in a period.

Referring to FIG. 8, which shows a sequence chart of the
embodiment 4 and embodiment 5 of microscopic detection
between the touch terminals according to the disclosure. The
touch terminal transmits a particular undisturbed beacon as
following, and detects whether there is an undisturbed
beacon reply with a particular rule, for detecting whether
there is the other touch terminal is located in the commu-
nication range of the touch terminal. For example, the sender
and the receiver may agree that F1 as being the sender exists
a beacon, F2 as being the receiver exists a beacon. As the
touch terminal as being the sender, when transmitting M
times, the sender exists a beacon F1, and when transmitting
P times, the receiver exists a beacon F2, and the receiver



US 9,459,724 B2

13

detects the receiver of the date receiver postback exists a
beacon F2, and wherein M and P are the default number,
which can be provided on demand, M=z1, Pz1; M of the
embodiment is 3, which can make the receiver confirm the
presence of the sender reliably, P is 1, but not to limit
thereto;

When the touch terminal is the data receiver, the touch
terminal detects the presence of the beacon F1 of the sender
and the presence of the beacon F2 of the receiver, and when
detect the presence of the beacon F1 of the sender and the
presence of the beacon F2 of the receiver, post back the
existence of the beacon F2 of the receiver.

The process is similar to the process of communication
handshake, which is used to detect the presence of another
communication equipment, and provide information to close
the interference source peripherals. Of course, the beacon is
not limited to a specific rule to use only two beacons F1 and
F2, the above-mentioned description is only illustrative, in
specific applications may be used, for example, more F1, F2
and F3 to send a response with a certain rule, as for
confirming the close of another device; there even can use
more beacons, wherein F1, F2 and F3, which are selected
from F1, F2, F3, . . . , Fm, are an undisturbed beacon.

The above described embodiments, for convenience of
description, are adopted the process of using half-duplex
communication to illustrate, and to distinguish the sender
and receiver, but the principles of above described embodi-
ments are equally applicable to the full-duplex communica-
tion.

The above description is only the preferred examples of
the present document, which is not used to limit the present
document. The present document can have various modifi-
cations and changes for the skilled in the art. All the
modifications, equivalent substitutions, and improvements,
etc. made within the spirit and principle of the present
document shall fall into the protection scope of the present
document.

INDUSTRIAL APPLICABILITY

The above embodiment has the following advantages:
polling script packets can be combined flexibly and can be
extended conveniently; the polling sub-system can log in
multiple apparatuses simultaneously to perform polling,
which improves the polling efficiency; and the polling
sub-system can reduce manual interventions, perform poll-
ing automatically and generate the polling report automati-
cally, which has comparatively strong usability and can
enhance serviceability of the communication apparatus.

What is claimed is:

1. A near field communication method of a touch terminal,
which is used for near field communication between a first
touch terminal and a second touch terminal, the method
comprising:

the first touch terminal and the second touch terminal

obtaining a user operation of opening near field com-
munication function, and opening the near field com-
munication function;

the user operation of opening the near field communica-

tion function comprising the user operation for select-
ing in a relevant menu of data to be transmitted and the
user operation for opening the near field communica-
tion function in touch terminal system settings;

the first touch terminal detecting whether the second

touch terminal is located in a communication range of
the first touch terminal, if located, the first touch
terminal sends a wireless communication request of
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establishment of the near field communication to the
second touch terminal through a near field electric field;

the first touch terminal entering a proximity detection
mode in a sending mode for detecting whether the
second touch terminal is located in the communication
range of the first touch terminal;

the second touch terminal detecting whether the first

touch terminal is located in the communication range of
the second touch terminal, if located, the second touch
terminal receives the wireless communication request
of establishment of the near field communication sent
by the first touch terminal through the near field electric
field;

the second touch terminal entering the proximity detec-

tion mode in a receiving mode for detecting whether
the first touch terminal is located in the communication
range of the second touch terminal;

the second touch terminal receiving the wireless commu-

nication request of establishment of the near field
communication sent by the first touch terminal through
the near field electric field;

the second touch terminal sending an interference source

peripherals closing signal to a main control chip, and
informing the main control chip to close the interfer-
ence source peripherals;

the first touch terminal and the second touch terminal

establishing a wireless connection by touching the near
field electric field, and exchanging data; wherein

a proximity detection duration of the first touch terminal

is not less than a sum of touch detection duration and
two proximity detection duration of the second touch
terminal;

when a touch detection and a proximity detection cannot

be performed simultaneously, the touch detection and
the proximity detection can be performed alternately
after entering the proximity detection mode.

2. The method according to claim 1, wherein the first
touch terminal detecting whether the second touch terminal
is located in the communication range of the first touch
terminal comprises:

the first touch terminal detecting the second touch termi-

nal locating in the communication range of the first
touch terminal N times continuously, and judging the
second touch terminal is located in the communication
range of the first touch terminal, wherein N is a preset
number, Nz1; the first touch terminal cannot detect the
first touch terminal locating in the communication
range of the second touch terminal in a preset period of
time, and judging the detecting fails, the first touch
terminal quits the proximity detection mode and returns
to the normal touch detection mode;

wherein the second touch terminal detecting whether the

first touch terminal is located in the communication
range of the second touch terminal comprises:

the second touch terminal detecting the first touch termi-

nal locating in the communication range of the first
touch terminal N times continuously, and judging the
first touch terminal is located in the communication
range of the second touch terminal, wherein N is a
preset number, N=1.

3. The method according to claim 1, wherein after the
second touch terminal sending an interference source
peripherals closing signal to the main control chip, and
informing the main control chip to close interference source
peripherals, the method further comprising:

the main control chip judging whether a communication

frequency between the second touch terminal and the
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first touch terminal can avoid an interfering frequency
of the interference source peripherals, if the judgment
is YES, the first touch terminal and the second touch
terminal establish a wireless connection by touching
the near field electric field, and exchange the data; if the
judgment is NO, the main control chip closes the
interference source peripherals, then, the first touch
terminal and the second touch terminal establish a
wireless connection by touching the near field electric
field, and exchange the data.

4. The method according to claim 1, wherein the first
touch terminal detecting whether the second touch terminal
is located in the communication range of the first touch
terminal comprises:

the first touch terminal transmitting a particular undis-
turbed beacon and detecting whether there is an undis-
turbed beacon reply with a particular rule, thereby
detecting whether the second touch terminal is located
in the communication range of the first touch terminal;

wherein the second touch terminal detecting whether the
first touch terminal is located in the communication
range of the second touch terminal comprises:

the second touch terminal transmitting a particular undis-
turbed beacon and detecting whether there is an undis-
turbed beacon reply with a particular rule, thereby
detecting whether the first touch terminal is located in
the communication range of the second touch terminal.

5. A near field communication system of a touch terminal
comprising:

a first touch terminal, which sends a wireless communi-
cation request of establishment of a near field commu-
nication through a sending electrode;

a second touch terminal, which receives the wireless
communication request of establishment of the near
field communication through the sending electrode sent
by the first touch terminal through a receiving elec-
trode, and sends an interference source peripherals
closing signal to a main control chip, and informs the
main control chip to close an interference source
peripherals;

the first touch terminal and the second touch terminal
establish a wireless connection by touching a near field
electric field, and exchange data; wherein

the first touch terminal and the second touch terminal
obtain a user operation of opening a near field com-
munication function, and open the near field commu-
nication function;

the user operation of opening the near field communica-
tion function comprises the user operation for selecting
in a relevant menu of data to be transmitted and the user
operation for opening the near field communication
function in touch terminal system settings;

the first touch terminal detects whether the second touch
terminal is located in a communication range of the first
touch terminal, if located, the first touch terminal sends
the wireless communication request of establishment of
the near field communication to the second touch
terminal through the near field electric field;

the first touch terminal enters a proximity detection mode
in a sending mode for detecting whether the second
touch terminal is located in the communication range of
the first touch terminal,

the second touch terminal detects whether the first touch
terminal is located in the communication range of the
second touch terminal, if located, the second touch
terminal receives the wireless communication request
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of establishment of the near field communication sent
by the first touch terminal through the near field electric
field;
the second touch terminal enters the proximity detection
5 mode in a receiving mode for detecting whether the
first touch terminal is located in the communication
range of the second touch terminal;
a proximity detection duration of the first touch terminal
is not less than a sum of touch detection duration and

10 two proximity detection duration of the second touch
terminal;

when a touch detection and a proximity detection cannot

be performed simultaneously, the touch detection and

15 the proximity detection can be performed alternately

after entering the proximity detection mode.

6. A touch terminal, comprising: a near field communi-
cation unit, which establishes a wireless connection with
other touch terminal by touching a near field electric field for

20 exchanging data;

the near field communication unit comprising a sending
electrode and a receiving electrode, the sending elec-
trode sending a wireless communication request of
establishment of a near field communication to the
other touch terminal, the receiving electrode receiving
the wireless communication request of establishment of
the near field communication sent by the other touch
terminal;

a control unit, which receives the wireless communication
request of establishment of the near field communica-
tion sent by the other touch terminal, and sends an
interference source peripherals closing signal to a main
control chip, and informs the main control chip to close
interference source peripherals; wherein

the touch terminal detects whether the other touch termi-
nal is located in a communication range of the touch
terminal, if located, the touch terminal sends the wire-
less communication request of establishment of the
near field communication to the other touch terminal
through the near field electric field;

the touch terminal enters a proximity detection mode in a
sending

mode for detecting whether the other touch terminal is
located in the communication range of the touch ter-
minal;

the touch terminal is detected by the other touch terminal
whether the touch terminal is located in the communi-
cation range of the other touch terminal, if located, the
wireless communication request of establishment of the
near field communication sent by the touch terminal
through the near field electric field is received by the
other touch terminal;

detecting whether the touch terminal is located in the
communication range of the other touch terminal is
performed by the other touch terminal entering the
proximity detection mode in the receiving mode;

a proximity detection duration of the touch terminal is not
less than a sum of touch detection duration and two
proximity detection duration of the other touch termi-
nal;

when a touch detection and a proximity detection cannot
be performed simultaneously, the touch detection and
the proximity detection can be performed alternately
after entering the proximity detection mode.

7. The touch terminal according to claim 6, wherein the

sending electrode is a touchscreen driving electrode of the
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touch terminal, wherein the receiving electrode is a touch-
screen sensing electrode of the touch terminal.
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